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Tools and Materials Needed 

1. Airless paint sprayer 

2. About 8 gallons on paint 

3. Filter cloths. After mixing paint, dump the paint through the filter cloth to remove any lumps or other 

stuff that will plug the sprayer. 

4. Fresh water for cleaning the sprayer 

Most Common Mistakes 

1. Drips – it usually requires 2 lighter coats rather than 1 heavy coat. 1 heavy cost will probably result in 

drips and sags. 

2. Overspray – before spray painting, the house was to be vacuumed very well and any exposed surfaces 

(such as cabinets, hinges and vinyl flooring) where to be carefully masked. Before spraying, one more 

pass should be made through to fix any masking that has come loose or was insufficient. 

3. Sprayer not cleaned. You must be very thorough in running clean water through the sprayer. Failing to 

do that will lead to the sprayer being clogged next time you try to use it. 

Construction 

1. We paint trim, walls and ceiling all the same white color. The spraying is done to give a beautiful, “no 

brush marks” finish to door trim, baseboards and related. The walls and ceiling where painted with 

brushes and rollers. Since everything is painted the same color, there is no need to mask between the 

trim and the walls. Overspray onto the walls is not a problem. 
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Safety 

 
23 Hazardous 

Material 
Spray painting interior trim 
requires use of respirators 

1) Be extremely careful of skin injection - An injection 
occurs when high-pressure fluid pierces the skin. The 
injury might look like “just a cut” but should be 
considered a serious injury! If you or someone else 
becomes injured – even slightly: Go immediately to an 
emergency room. Notify the doctor that the injury is a 
“fluid injection injury” Be sure to tell the doctor the 
type of material that was injected.  

2) Do not use your hand to find a high pressure leak. 
Be careful to only pull the trigger when tip is toward 
paintable surface and not toward you or another. 

 
3) Be extremely careful of use of flamable liquids in 
clean-out and fill of lubricant/storage liquid. Do only 
in a well ventilated area - not near the construction 
heater or other ignition source. 
 
3) Use a high quality full-face respirator (not a paper 
dust mask). Insure filters are clean and working. 
Insure straps are functional and pulled tight. 

 

I have heard and understood the briefings on how to use the tools required for this activity. I have heard 

and understood the methods we use to do this activity 

Date ___________________________ 

_________________ Instructor  Name    _________________________ Signature 

_________________________ Name    _________________________ Signature 
 


